
Variable Area
Flow Monitor
Model FB

� Switching Range: 
0.05-0.1 to 13-24 L/min
Water

� Pressure: max. 250 bar

� Temperature: max. 100°C

� Repeatability: 
≤ ±2.5%f. s.

� Material: 
Brass or Stainless steel

� Connection: G 1⁄2

Cost Effective 
Measurement Technology
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Variable Area
Flow Monitor
Model FB

Technical Details

Housing: FB-11..: Brass (nickel-plated), Ms 58
FB-12..: Stainless steel,1.4301

Connection: G 1⁄2 (female)

Suspended-float: FB-11..: Brass, Ms 58
FB-12..: Stainless steel, 1.4301

Magnet: Ceramic

Pressure-spring: Stainless steel, 1.4310

Sealing: none

Stop-rings: FB-11..: Brass, Ms 58
FB-12..: Stainless steel, 1.4301

Max. temperature: 100°C

Max. pressure: 250 bar

Mounting position: arbitrary

Switch contact: N/O contact, IP 65

Switching power: max. 230 VAC/DC, max. 3 A 
max. 60 VA/W

Electr. connection: 1 m PVC-cable

Switching hysteresis: 3 mm Scale (average value)

Repeatability: ≤ 2.5 f. s.
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Dimensions

Description

INTERIN flow monitors of model FB operate on the known
suspended float principle. However, without using the gene-
rally known conical measuring tube. An orifice float moves in
the direction of flow against the force of a spring in a cylin-
drical guide tube. The float contains a permanent magnet
which operates a floating sealed contact (reed contact) mo-
unted on the outside. The instruments are small and can be
mounted in any orientation. Flow monitors of model FB are
best employed, where small amounts of flow need to be mo-
nitored safely.

Applications

� Lubricant circuits

� Paper manufacturing

� Machine-tools

� Glass-melting tanks

� Cooling circuits

� Welding machines

� Induction furnaces

� Pumps

Switching
Range

L/min H2O

G 1/2 90 

Connection
female

EL
mm Order No.

0.05 - 0.1 FB-1201

Order No.

G 1/2 90 0.1 - 0.2 
G 1/2 90 0.2 - 0.8 
G 1/2 90 0.5 - 1.8
G 1/2 90 1.7 - 4.0 
G 1/2 90 4.0 - 9.0 
G 1/2 90 8.0 - 16.0 
G 1/2 90 13.0 - 24.0 

Brass Version Stainless Steel Version

Order Details (Example: FB-1101)
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                   FB-1202

                   FB-1216

                     FB-1102 
                    FB-1108 
                    FB-1118 

                    FB-1124 

                    FB-1190 
                    FB-1140 

                    FB-1116

                   FB-1218
                   FB-1240  
                   FB-1290

                   FB-1224


